VESTO 8C

PRODUCT DETAILS

* High structural stability

* High flexibility

* Excellent lifetime

* High breaking load

* Excellent wear-resistant

* Application for cranes where rotation resistant
ropes are not required

APPLICATIONS

« Container Crane

* Boom Hoist

+ Offshore Crane

* Mobile Harbor Crane
+ Over Head Crane

SHEAVE GROOVE DIAMETER

Minimum 5% up to 10% larger than nominal
diameter of wire rope. 6% is recommended. Ideally,
at least 1% bigger than the actual diameter of new
rope. 2% is recommended.
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Type

Size

Number of outer load bearing wires
Rope diameter tolerance

Fill factor

Elastic modulus

—@— VESTO 8C

Life time

Outer
factor Flexibility

Torque
factor

MBL

8 x K19S/K26WS/K31WS/K36WS/EPIWRC
8mm ~ 64mm

152 /208 / 248 / 288

+2.0% - +4.0%

0.665

105,000N/mm? + or -5,000N/mm?

Wire Rope discard: ISO 4309 RCN 09
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Ordinary lay

9 Broken wires in (6d*)

inch
5/16

9/16

5/8
11/16

13/16

7/8

15/16

1-1/8
1-3/16
1-1/4

1-1/2

15/8

17/8

21/8

21/4

Cross section mm? 1960 N/mm?
339 56.4
429 71.3
529 88.0
64.0 106.5
76.2 126.8
89.4 148.8
103.7 172.6

108.2 180.0
119.1 198.1

1355 225.4
162.0 269.6

171.4 285.3

191.0 317.8

2117 352.2

2333 388.3

256.1 426.1

260.8 4339

2799 465.8

304.8 507.2

330.7 550.3

341.4 568.0

357.7 595.2

414.8 690.3

432.8 720.2

476.2 792.4

5351 890.4
541.8 901.6

611.7 1017.8
685.8 11411
764.1 1271.4
846.6 1408.8
9334 15531
1024.4 1704.8
1119.6 1863.1
1219.1 2028.6
1322.8 2201.2
1430.8 2380.8
15429 2567.5
1659.3 2761.2
1780.0 29619
19049 3169.7
2034.0 3384.5
21673 3806.4

Single Layer Drum

Lang lay

4 Broken wires in (6d*)

18 Broken wires in (30d*) 9 Broken wires in (30d*)

Minimum Breaking Load (kN)

2160 N/mm?

60.1
76.1
94.0
1137
1353
158.8
184.2
192.2
211.4
240.6
2878
304.5
339.2
3758
414.4
454.8
463.1
497.1
541.3
587.3
606.3
635.3
736.8
768.7
845.8
950.3
962.3
1086.3
12179
1357.0
1503.6
1657.7
1819.3
1988.5
2165.1
2349.3
2541.0
2740.3
2947.0
31613
3383.0
3612.3
3849.1

Approx Weight

kg/m
0.29
0.37
0.46
0.55
0.66
0.77
0.89
093
1.03
1.17
1.40
1.48
1.65
1.82
2.01
2.21
2.25
2.41
2.63
2.85
294
3.08
3.58
373
411
4.61
4.67
5.27
591
6.59
7.30
8.05
8.83
9.65
10.51
11.41
12.34
13.30
14.31
15.35
16.42
17.54
18.69

*d = nominal diameter of rope

Multi Layer Drum

Ordinary lay & Lang lay

18 Broken wires in (6d*)

36 Broken wires in (30d*)



