VESTO FLATTEN® 6

PRODUCT DETAILS

* Excellent lifetime

* Very high breaking load

* Excellent resistance to abrasion

* Protect internal wires by plastic impregnating
* Excellent resistance to crushing damage

* Extended lifetime of winch drum and sheave
* No imprint and groove wearing

* Application for cranes where rotation resistant

ropes are not required

APPLICATIONS

Container Crane
Over Head Crane
Mobile Harbor Crane
Drilling Operations
Boom Hoist
Offshore Crane

SHEAVE GROOVE DIAMETER

Minimum 5% up to 10% larger than nominal

diameter of wire rope. 6% is recommended. Ideally,
at least 1% bigger than the actual diameter of new

rope. 2% is recommended.
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6 Strand K(26/31/36)WS + EPIWRC
10mm ~ 52mm

205/ 235/ 265

156 / 186 / 216

+2.0% - +4.0%

0.724

1960 N/mm?: 0.84 / 2160 N/mm?: 0.82

115,000N/mm? + or- 5,000N/mm?

Wire Rope discard: ISO 4309 RCN 09



Nominal Diameter Minimum Breaking Load (kN) Approx Weight

mm inch Cross section mm? 1960 N/mm? 2160 N/mm? kg/m
10 56.2 89.1 95.6 0.49
11 7/16 679 107.8 115.7 0.59
12 80.9 128.3 1377 0.71

12.7 1/2 90.6 144 154 0.79
13 949 151 162 0.83
14 9/16 110.1 175 187 096
16 5/8 143.8 228 245 1.26
18 1819 289 310 1.59
19 3/4 202.7 322 345 1.77
20 224.6 356 383 196
22 271.8 431 463 2.38
24 15/16 3234 513 551 2.83
25 355.5 564 605 311

254 1 366.9 582 625 3.21
26 384.5 610 655 3.37
28 4459 708 759 3.90

28.6 1-1/8 465.2 738 792 4.07
30 1-3/16 5119 812 872 4.48
32 1-1/4 582.4 924 992 5.10
34 657.5 1043 1120 5.76
35 1-3/8 696.7 1106 1187 6.10
36 7371 1170 1255 6.45
38 1-1/2 821.3 1303 1399 719
40 910.0 1444 1550 797
42 1-5/8 1003.3 1592 1709 8.78
44 1101.4 1748 1876 9.65

44.5 1-3/4 1126.5 1788 1919 9.87
46 1203.7 1910 2050 10.54
48 1-7/8 1310.7 2080 2232 11.48

50.8 2 1468.1 2330 2500 12.86
52 1538.2 2441 2620 13.47

*d = nominal diameter of rope

Single Layer Drum Multi Layer Drum
Ordinary lay Lang lay Ordinary lay & Lang lay
9 Broken wires in (6d*) 4 Broken wires in (6d*)

18 Broken wires in (30d*) 9 Broken wires in (30d*) 18 Broken wires in (6d*) 36 Broken wires in (30d*)



